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Issued to:

Certificate Number(s):
UL-US-L302391-0812111-

60805102-4

Report Reference:
E302391-20150806

Issue Date:
2025-08-12

Franz Binder GmbH & Co. Elektrische Bauelemente KG
Roetelstrasse 27, Neckarsulm, 74172, DE
This certificate confirms that representative samples of:
CYJV2 - Cable Assemblies and Fittings for Industrial Control and
Signal Distribution - Component
See Addendum Page for Product Designation(s).

Have been evaluated by UL in accordance with the component requirements in the
Standard(s) indicated on this Certificate. UL Recognized components are incomplete
in certain constructional features or restricted in performance capabilities and are
intended for installation in complete equipment submitted for investigation to UL LLC.

UL 2238, Edition 3, Issue Date 2018-10-02, Revision Date 2024-12-
05
Additional Information:
See UL Product iQ® at https://iq.ulprospector.com for additional information.

This Certificate of Compliance indicates that representative samples of the product
described in the certification report have met the requirements for UL certification. It
does not provide authorization to apply the UL Recognized Component Mark. Only the
Authorization Page that references the Follow-Up Services Procedure for ongoing
surveillance provides authorization to apply the UL Mark.

Only those products bearing the UL Recognized Component Mark should be
considered as being UL Certified and covered under UL’s Follow-Up Services.

Look for the UL Recognized Component Mark on the product. 1

Certificate of
Compliance
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This is to certify that representative samples of the product as specified on this certificate were tested according to the
current UL requirements.

Inlet
Model(s):  09 3481 451 08, 09 3481 431 08

Series 713, :  09 3481 416 08, 09 3481 417 08

Inlet Series 713 & 763
Model(s): 76 4631 0011 00005-0200, 86 7031 0002 00004

Inlet Series 713 & 763,
Model(s): 76 0231 0011 00005 [a]

Inlet Series 715 & 766
Model(s):  76 0233 1111 97004

Inlet,   Series 713 & 763
Model(s):  76 4631 0011 00008, 76 0531 1011 00005-0500, 86 4131 1002 00005, 86 1031 1100 00012, 86 4131
1002 00008, 76 0231 0111 00004, 76 0231 0111 00004 [a]

Inlet, "825 & 876 Series"
Model(s):  76 followed by suffixes: 01 thru 12 or 21 thru 29, followed by 35, 86 followed by suffixes: 01 thru 12 or 21
thru 29, followed by 35 followed by 0 thru 3, followed by 0 or 1, followed by 00, 01, 02, 09, 11, 13, 14, 16, 20, 21, 61,
62, or 63 followed by 00 or any two digits, followed by 0 thru 6, followed by 04 followed by any other 4 digits(@)

Inlets, "713 & 763 Series"
Model(s):  86 4232 3000 00005

Model(s):  76 followed by suffixes: 01 thru 13, 21 thru 29 or 41 thru 48 or 70, 86 followed by suffixes: 01 thru 13, 21
thru 29 or 41 thru 48 or 70 followed by 31, followed by 0 thru 3, followed by 0 or 1, followed by 00, 01, 02, 03, 09, 11,
13, 14, 16, 17, 20, 21, 61, 62, 63, or 64 followed by 00 or any two digits, followed by 0 thru 6, followed by 04, 05, 08
or 12 followed by any other 4 digits.(@)

Inlets, "715 & 766 Series"
Model(s): 86 followed by suffixes: 01 thru 12, 21 thru 29 or 41 thru 48 or 70, followed by 33 followed by 0 thru 3,
followed by 0 or 1, followed by 00, 01, 02, 03, 09, 11, 13, 14, 16, 20, 21, 61, 62, or 63 followed by 00 or any two
digits, followed by 0 thru 6, followed by 04 or 05 followed by any other 4 digits.

Model(s):  76 followed by suffixes: 01 thru 12, 21 thru 29 or 41 thru 48 or 70, followed by 33 followed by 0 thru 3,
followed by 0 or 1, followed by 00, 01, 02, 03, 09, 11, 13, 14, 16, 20, 21, 61, 62, or 63 followed by 00 or any two
digits, followed by 0 thru 6, followed by 04 or 05 followed by any other 4 digits.(@)
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Outlet Series 713 & 763
Model(s):  76 0132 0113 00004, 86 4132 3000 00008

Outlet Series 715 & 766
Model(s):  76 0234 1111 97004

Outlets, "713 & 763 Series"
Model(s): 86 followed by suffixes: 01 thru 12, 21 thru 29 or 41 thru 48 or 70, followed by 32 followed by 0 thru 3,
followed by 0 or 1, followed by 00, 01, 02, 03, 09, 11, 13, 14, 16, 17, 20, 21, 61, 62, 63, or 64 followed by 00 or any
two digits, followed by 0 thru 6, followed by 04, 05, 08 or 12 followed by any other 4 digits

Model(s):  76 followed by suffixes: 01 thru 12, 21 thru 29 or 41 thru 48 or 70 followed by 32, followed by 0 thru 3,
followed by 0 or 1, followed by 00, 01, 02, 03, 09, 11, 13, 14, 16, 17, 20, 21, 61, 62, 63, or 64 followed by 00 or any
two digits, followed by 0 thru 6, followed by 04, 05, 08 or 12 followed by any other 4 digits.(@)

Outlets, "715 & 766 Series"
Model(s): 86 followed by suffixes: 01 thru 09,11,12, 21 thru 29, 41 thru 45 followed by 34, followed by 0 thru 3,
followed by 0 or 1, followed by 00, 01, 02, 09, 11, 13, 14, 16, 20, 21, 61, 62, or 63 followed by 00 or any two digits,
followed by 0 thru 6, followed by 04 or 05 followed by any other 4 digits

Outlets, "715 Series"
Model(s): 76 followed by suffixes: 01 thru 09,11,12, 21 thru 29, 41 thru 45 followed by 34, followed by 0 thru 3,
followed by 0 or 1, followed by 00, 01, 02, 09, 11, 13, 14, 16, 20, 21, 61, 62, or 63 followed by 00 or any two digits,
followed by 0 thru 6, followed by 04 or 05 followed by any other 4 digits(@)

Outlets, "825 & 876 Series"
Model(s):  86 followed by suffixes: 01 thru 12 or 21 thru 29, followed by 36, 76 followed by suffixes: 01 thru 12 or 21
thru 29, followed by 36 followed by 0 thru 3, followed by 0 or 1, followed by 00, 01, 02, 09, 11, 13, 14, 16, 20, 21, 61,
62, or 63 followed by 00 or any two digits, followed by 0 thru 6, followed by 04 followed by any other 4 digits(@)
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Issued to:

Certificate Number(s):
UL-CA-L302391-0815111-

60805102-4

Report Reference:
E302391-20150806

Issue Date:
2025-08-12

Franz Binder GmbH & Co. Elektrische Bauelemente KG
Roetelstrasse 27, Neckarsulm, 74172, DE
This certificate confirms that representative samples of:
CYJV8 - Cable Assemblies and Fittings for Industrial Control
and Signal Distribution Certified for Canada - Component
See Addendum Page for Product Designation(s).

Have been evaluated by UL in accordance with the component requirements in the
Standard(s) indicated on this Certificate. UL Recognized components are
incomplete in certain constructional features or restricted in performance
capabilities and are intended for installation in complete equipment submitted for
investigation to UL LLC.

CSA C22.2 No. 182.3, 2nd Ed., Issue Date: 2016-07, Revision
Date: 2021-5
Additional Information:
See UL Product iQ® at https://iq.ulprospector.com for additional information.

This Certificate of Compliance indicates that representative samples of the product
described in the certification report have met the requirements for UL certification.
It does not provide authorization to apply the UL Recognized Component Mark. Only
the Authorization Page that references the Follow-Up Services Procedure for
ongoing surveillance provides authorization to apply the UL Mark.

Only those products bearing the UL Recognized Component Mark should be
considered as being UL Certified and covered under UL’s Follow-Up Services.

Look for the UL Recognized Component Mark on the product. 1
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This is to certify that representative samples of the product as specified on this certificate were tested according to the
current UL requirements.

Inlet
Model(s):  09 3481 451 08, 09 3481 431 08

Series 713, :  09 3481 416 08, 09 3481 417 08

Inlet Series 713 & 763
Model(s): 76 4631 0011 00005-0200, 86 7031 0002 00004

Inlet Series 713 & 763,
Model(s): 76 0231 0011 00005 [a]

Inlet Series 715 & 766
Model(s):  76 0233 1111 97004

Inlet,   Series 713 & 763
Model(s):  76 4631 0011 00008, 76 0531 1011 00005-0500, 86 4131 1002 00005, 86 1031 1100 00012, 86 4131
1002 00008, 76 0231 0111 00004, 76 0231 0111 00004 [a]

Inlet, "825 & 876 Series"
Model(s):  76 followed by suffixes: 01 thru 12 or 21 thru 29, followed by 35, 86 followed by suffixes: 01 thru 12 or 21
thru 29, followed by 35 followed by 0 thru 3, followed by 0 or 1, followed by 00, 01, 02, 09, 11, 13, 14, 16, 20, 21, 61,
62, or 63 followed by 00 or any two digits, followed by 0 thru 6, followed by 04 followed by any other 4 digits(@)

Inlets, "713 & 763 Series"
Model(s):  86 4232 3000 00005

Model(s):  76 followed by suffixes: 01 thru 13, 21 thru 29 or 41 thru 48 or 70, 86 followed by suffixes: 01 thru 13, 21
thru 29 or 41 thru 48 or 70 followed by 31, followed by 0 thru 3, followed by 0 or 1, followed by 00, 01, 02, 03, 09, 11,
13, 14, 16, 17, 20, 21, 61, 62, 63, or 64 followed by 00 or any two digits, followed by 0 thru 6, followed by 04, 05, 08
or 12 followed by any other 4 digits.(@)

Inlets, "715 & 766 Series"
Model(s): 86 followed by suffixes: 01 thru 12, 21 thru 29 or 41 thru 48 or 70, followed by 33 followed by 0 thru 3,
followed by 0 or 1, followed by 00, 01, 02, 03, 09, 11, 13, 14, 16, 20, 21, 61, 62, or 63 followed by 00 or any two
digits, followed by 0 thru 6, followed by 04 or 05 followed by any other 4 digits.

Model(s):  76 followed by suffixes: 01 thru 12, 21 thru 29 or 41 thru 48 or 70, followed by 33 followed by 0 thru 3,
followed by 0 or 1, followed by 00, 01, 02, 03, 09, 11, 13, 14, 16, 20, 21, 61, 62, or 63 followed by 00 or any two
digits, followed by 0 thru 6, followed by 04 or 05 followed by any other 4 digits.(@)
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Outlet Series 713 & 763
Model(s):  76 0132 0113 00004, 86 4132 3000 00008

Outlet Series 715 & 766
Model(s):  76 0234 1111 97004

Outlets, "713 & 763 Series"
Model(s): 86 followed by suffixes: 01 thru 12, 21 thru 29 or 41 thru 48 or 70, followed by 32 followed by 0 thru 3,
followed by 0 or 1, followed by 00, 01, 02, 03, 09, 11, 13, 14, 16, 17, 20, 21, 61, 62, 63, or 64 followed by 00 or any
two digits, followed by 0 thru 6, followed by 04, 05, 08 or 12 followed by any other 4 digits

Model(s):  76 followed by suffixes: 01 thru 12, 21 thru 29 or 41 thru 48 or 70 followed by 32, followed by 0 thru 3,
followed by 0 or 1, followed by 00, 01, 02, 03, 09, 11, 13, 14, 16, 17, 20, 21, 61, 62, 63, or 64 followed by 00 or any
two digits, followed by 0 thru 6, followed by 04, 05, 08 or 12 followed by any other 4 digits.(@)

Outlets, "715 & 766 Series"
Model(s): 86 followed by suffixes: 01 thru 09,11,12, 21 thru 29, 41 thru 45 followed by 34, followed by 0 thru 3,
followed by 0 or 1, followed by 00, 01, 02, 09, 11, 13, 14, 16, 20, 21, 61, 62, or 63 followed by 00 or any two digits,
followed by 0 thru 6, followed by 04 or 05 followed by any other 4 digits

Outlets, "715 Series"
Model(s): 76 followed by suffixes: 01 thru 09,11,12, 21 thru 29, 41 thru 45 followed by 34, followed by 0 thru 3,
followed by 0 or 1, followed by 00, 01, 02, 09, 11, 13, 14, 16, 20, 21, 61, 62, or 63 followed by 00 or any two digits,
followed by 0 thru 6, followed by 04 or 05 followed by any other 4 digits(@)

Outlets, "825 & 876 Series"
Model(s):  86 followed by suffixes: 01 thru 12 or 21 thru 29, followed by 36, 76 followed by suffixes: 01 thru 12 or 21
thru 29, followed by 36 followed by 0 thru 3, followed by 0 or 1, followed by 00, 01, 02, 09, 11, 13, 14, 16, 20, 21, 61,
62, or 63 followed by 00 or any two digits, followed by 0 thru 6, followed by 04 followed by any other 4 digits(@)


